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High Speed Steel Wood Burrs are
designed specificaly for wood with a
super coarse cut with a large radius in
the bottom of the flutes for easy chip
removal. .111 pitch .125 pitch .143 pitch .166 pitch .200 pitch

9 teeth/in. 8 teeth/in. 7 teeth/in. 6 teeth/in. 5 teeth/in.

WB-JJB-#10CUT-DC

WB-JLR-#10CUT-DC WB-LLB-#10CUT-DC

WB-WOOD BURRS

PITCH REFERANCE CHART

SETS ALSO AVAILABLE

WB-WOOD BURRS™

MOST COMMON SHAPES USED

B. BALLA. CYLINDRICAL
SQUARE END

C. CYLINDRICAL
ROUNDED

R. TREE
(ROUNDED NOSE)

Q. OLIVEL. TAPERED
7°

WB-JLQ-#10CUT-DC

For Assistance, Contact Your Local Dealer:

Severance Tool Ind. Inc. reserves the right that all prices and
tools are subject to change or correction without notice.

OTHER SHAPES AVAILABLE UPON REQUEST

TOOTH PATTERNS

WB-Wood Burrs™ are available in any of
the four tooth patterns illustrated. These
patterns must be special ordered, and will
be supplied promptly.

 SPIRAL WITH         SPIRAL          DOUBLE CUT       RASP or
CHIP BREAKERS                          (-DC}            DIAMOND


